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PREFATORY. 


Time  pages  are  respectfully  dedicated  to  the  manu- 
facturers of  heavy  Footwear,  Horse  Clothing,  Belting, 
Trunks,  Sample  Cases,  or  any  other  goods  made  of 
leather,  rubber,  felt,  webbing,  duck,  or  other  textile  re- 
quiring a strong  attachment  or  neat  clasping  in  their 
manufacture. 

IVe  refer  especially  to  our  Perfected  Buckle  in  its 
different  forms  for  various  uses  (see  pages  ^4  to  42) 
and  our  SJotted  Rivet.  This  rivet  is  stronger  than  the* 
solid  rivet  and  burr,  and  is  attached  with  great  rapid- 
ity with  our  eMachines,  which  are  made  for  driving 
and  clinching  the  rivet  in  all  sorts  of  goods.  This  rivet 
does  not  cut  out,  displace  or  weaken  the  material.  It 
is  the  only  rivet  in  the  world  with  head  and  clinch  free 
from  fracture ; and  as  it  can  also  be  driven  and  clinched 
with  a common  hammer,  requiring  no  machine  to  form 
a burr,  or  punch  to  make  a hole,  or  tool  to  set  a washer, 
it  is  superseding  all  other  rivets  for  the  general  repair 
of  harness,  belting,  etc.,  and  for  this  purpose  it  is 
put  up  in  neat  wooden  boxes  in  all  lengths  and  sold 
through  the  general  Saddlery  and  Hardware  Trade. 
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THE  THOMSON  PATENT  BIFURCATED  RIVETS. 


It  will  be  seen  by  reference  to  the  sectional  view  of  this  rivet 
when  set  in  two  pieces  of  leather  that  it  does  not  remove  any  of  the 
material  nor  separate,  excepting  one  way,  the  leather  from  the  body  of 
the  strap. 


Sectional  View  of  Rivet  When  Set. 

Note.  — Sizes  of  rivets  are  indicated  by  the  number  of  the  gauge 
of  wire  from  which  they  are  made. 

All  sizes  are  made  with  either  oval  or  flat  heads. 

Oval  heads  are  used  in  Boots  and  Shoes,  Harness,  etc.  Flat  heads 
may  be  used  for  Belts,  Trunks,  Satchels  and  Leather  Goods  of  all  kinds. 


SIZE  No.  14.  SIZE  No.  12. 

r I r I 


Lengths, 


3 

TIT 


Lengths, 


Lengths, 


6 

TTT 


SIZE  No.  6. 


iririTf  j 

Lengths, 

_6_  _7_  _8  9 

ITT  16  16  16  Ttr 


Sectional 


View. 


The  above  Cuts  of  Rivets  represent  the  actual  Sizes  and 
Lengths  made. 


Finished  in  Japan,  Copper,  Nickel  or  Brass. 
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FURTHER  DESCRIPTION  OF  THE  THOMSON  BIFURCATED 
OR  SLOTTED  RIVET. 


Prices  and  Terms  to  Manufacturers  Furnished  on 
Application. 


No.  14  RIVETS. 

Diameter  of  Head,  ¥ Diameter  of  Wire, 

_9-_  _A_ 

6 4 6 4 

Used  on  very  light  straps,  seams  of  boots  and  shoes, 
feather  fly  nets  and  other  light  fancy  leather  work. 

Lengths  made,  -j-g- 


No.  12  RIVETS. 


Diameter  of  Head, 

X2l 
6 4 


Diameter  of  Wire. 

_x_ 

6 4 


For  same  purposes  as  No.  14,  but  adapted  for  heavier 
work. 


Lengths  made,  “iV 


Finished  in  Japan,  Copper,  Nickel  or  Brass. 


ILLUSTRATED  CATALOGUE. 


No.  9 RIVETS. 


Diameter  of  Head, 

1 9 
64 


Diameter  of  Wire, 

iil 
6 4 


This  size  of  rivet  is  well  adapted  for  a stay  in  the  manu- 
facture of  Arctics,  Boots  and  Shoes,  Halters  and  Harnesses, 
also  for  attaching  our  Buckles,  and  for  all  kinds  of  repairing 
where  a clinch  rivet  is  required. 


LENGTHS  MADE: 

_3  3 _5_  Jl_  _8_ 

ITT  1'6'  16  16  16  16, 

Finished  in  Japan,  Copper,  Nickel  or  Brass. 


NO.  9 BUTTON-HEADED  RIVETS. 


These  rivets  are  made  with  a full,  round  head  for  Decorat- 
ing fancy  Bridle  fronts.  Dog  Collars,  and  other  fancy  articles 
made  of  leather,  felt  or  plush. 


LENGTHS  MADE 


tV 


4 

TTT 


f 


tV 


Finished  in  Nickel,  Silver  or  Gold. 


NO.  6 RIVETS. 

Diameter  of  Head, 

O 9 

tt 

Size  No.  G is  used  in  the  manufacture  and  repair  of  Mail- 
bags,  Harnesses,  Trunks,  Bags,  Belting,  and  all  classes  of  work 
where  an  extra  strong  rivet  is  required. 

LENGTHS  MADE : 

_5_  _6  _8_  _9_  m ii  12 

16  llT  11)  16  16  16  16  TB" 

SPECIAL  SIZES  AND  LENGTHS  MADE  TO  ORDER. 

Finished  in  Japan,  Copper,  Brass  or  Nickel. 
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RIVETING  MACHINES. 


Note. — Of  these  machines,  Style  No.  1 is  sold  outright 
and  not  leased;  Nos.  8,  11  and  14-  are  either  sold  or  leased. 
All  our  machines  with  automatic  rivet  feed  are  put  out  only 
under  lease. 

Prices  and  terms  of  any  machine  desired  furnished  on 
application. 


^ A ft  WOOD 


Style  No.  1. 

This  light,  handsome  machine  is  designed  especially  for 
attaching  Ice-Creepers  and  Heel-Plates  to  rubber  overshoes, 
and  for  harness  making  and  repairing. 

For  those  who  need  a machine,  and  use  comparatively  few 
rivets,  this  will  give  entire  satisfaction. 

The  Patent  Chisel-Pointed  Bifurcated  Rivet, 

fused  to  attach  the  “Never-Slip”  Ice-Creepers 
and  Heel-Plates,  will  not  displace  the  rubber,  as 
do  other  rivets,  nor  in  any  way  cause  a leak. 
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DIRECTIONS  FOR  OPERATING  THE  No.  1 HAND- 
RIVETING  MACHINE. 

To  adjust  the  machine  for  the  thickness  of  the  material, 
place  the  article  to  be  riveted  between  the  anvil  and  plunger, 
holding  it  in  place  by  pressing  the  lever,  then  by  means  of 
the  adjustable  screw,  raise  or  lower  anvil,  leaving  it  so  that  the 
article  -is  tightly  compressed  between  the  plunger  and  anvil 
when  the  lever  is  down.  The  rivet  can  then  be  placed  in  the 
pocket  and  properly  set. 


In  ordering  duplicate  parts  for  this  machine,  please  desig- 
nate from  diagram  which  part  is  wanted  by  giving  letter 
opposite  the  part  wanted. 
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STYLE  No.  8 RIVETING  MACHINE. 


Hand-Feed,  Foot  Power,  with  Post. 


This  machine  is  especially  adapted  for  Harness  Makers 
and  small  manufacturers  of  Extension  Cases,  Horse  Collars, 
Halters,  Housings,  Belts  or  Pads,  and  for  all  sorts  of  repairing 
where  a clincTi  rivet  is  required.  It  is  adapted  for  setting  both 
our  No.  9 and  No.  6 rivets,  simply  by  changing  the  pocket, 
stem  and  anvil. 
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In  ordering  duplicate  parts  for  this  and  following  machines 
in  this  catalogue,  please  take  care  to  give  the  number  repre- 
senting the  part  wanted,  together  with  the  number  of  the 
machine. 


Dissected  Parts  of  Style  No.  8 Machine. 
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STYLE  No.  9 RIVETING  MACHINE. 


Automatic  Feed,  Foot  Power,  with  Post. 

This  machine  possesses  special  advantages  in  having  a post ; for 
while  it  senses  as  well  for  many  purposes  for  which  an  arm  machine 
is  used,  it  can  be  used  for  work  which  cannot  be  done  with  an  arm 
machine.  While  it  is  adapted  for  all  the  manufacturing  purposes  men- 
tioned under  No.  8,  its  automatic  feed,  long  post,  and  wide  opening 
between  stem  and  anvil  make  it  especially  desirable  for  manufacturers 
of  Sample  Cases  who  do  not  use  steam  power  and  whose  floor  space  is 
limited. 
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Dissected  Parts  of  Style  No.  9 Machine. 


— •i 
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STYLE  No.  10  RIVETING  MACHINE. 


Automatic  Feed,  Steam  Power,  with  Post. 

# 

This  machine  possesses  all  the  range  of  adaptation  for  different 
manufacturing  purposes  enjoyed  by  Style  No.  9,  with  the  additional  ad- 
vantage that  it  is  run  by  mechanical  power  by  a connecting  belt  to  pulley 
and  shaft,  being  under  complete  control  by  the  operator,  but  capable  of 
setting,  continuously,  90  rivets  per  minute,  and  where  positive  stop  is 
used,  120  per  minute.  These  machines  are  made  for  setting  No.  9 
rivets.  If  any  other  size  of  rivet  is  to  be  used,  so  state  when  ordering 
machine. 
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STYLE  No.  11  RIVETING  MACHINE. 


Hand-Feed,  Foot  Power,  with  Arm. 

This  machine  is  especially  adapted  for  use  in  repair  shops 
where  different  lengths  of  rivets  are  alternately  required.  It  is 
also  used  by  small  manufacturers  of  brogans,  plow  shoes  and 
driving  shoes. 
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Dissected  Parts  of  Style  No.  1 1 Machine. 
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STYLE  No.  12  RIVETING  MACHINE. 


Automatic  Feed,  Foot  Power,  with  Arm. 

This  machine  is  adapted  for  the  use  of  manufacturers  of 
heavy  boots  and  shoes,  for  attaching  our  Perfected  Buckles  to  the 
same,  for  Plymouth  lap  mittens  and  gloves,  web  and  leather 
halters,  shawl  straps,  and  in  the  putting  together  of  all  sorts 
and  kinds  of  goods  made  of  leather,  rubber,  felt  or  duck, 
where  a stay  rivet  is  required  or  would  add  strength. 
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STYLE  No.  13  RIVETING  MACHINE. 


Automatic  Feed,  Steam  Power,  with  Arm. 

This  is  the  standard  machine  for  all  purposes  mentioned  under 
Style  No.  12,  and  being  made  for  steam  power  attachment  it  is  es- 
pecially suited  to  the  requirements  of  large  manufacturers.  Much  labor 
and  expense  can  be  saved  in  setting  with  this  machine^  our  new  Orna- 
mental Button  Head  Rivets,  for  the  decoration  of  bridle  fronts, 
martingales,  belts,  dog  collars,  society  and  military  uniforms  and  equip- 
ments, as  they  can  be  driven  with  neatness  and  accuracy  at  a very  high 
rate  of  speed. 


Dissected  Parts  of  Style  No.  13  Machine. 

^ 
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STYLE  No.  U RIVETING  MACHINE 


Hand  Feed,  Foot  Power,  Combination  of  Post  and  Arm. 


•fr- 
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This  powerful  machine  is  designed  for  use  in  Harness  and 
Trunk  shops,  where  large  mercantile  sample  trunks  and  cases 
are,  from  time  to  time,  overhauled  and  repaired.  It  is  also 
well  adapted  for  use  in  trunk  stores  where  special  orders  are 
received  for  extra  heavy  sample  cases  and  raw-hide  trunks. 
It  is  adaptable  for  all  lengths  of  Nos.  9 and  6 rivets,  by  chang- 
ing stem,  pocket,  and  anvil.  There  is  no  riveting  machine 
made  that  has  a wider  range  of  adaptation  for  all  sizes  of 
rivets,  and  all  uses,  than  this  machine. 


lOBQ  [ 

1 714 

717  C=- 

718® 

loaoE^ 

719^ 

110  C 

720 

w i U 

7/P 

721 W 

7/3 

Dissected  Parts  of  Style  No.  14  Machine. 
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STYLE  No.  15  RIVETING  MACHINE. 
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Attention  is  called  to  the  fact  that  while  this  and  Styles 
No.  14  and  No.  16  are  positively  the  strongest  and  most  per- 
fect working  riveting  machines  for  trunk  and  bag  work  ever 
made,  they  possess,  by  means  of  their  combined  post  and  arm, 
the  unique  advantage  of  two  machines  of  other  makers,  in  one, 
and  the  ample  space  in  the  throat,  and  the  long  action  of  the 
plunger  afford  plenty  of  room  for  the  goods  being  riveted, 
and  a clear  view  to  see  the  work  where  the  rivet  is  to  be  set. 
These  are  practical  advantages  peculiar  to  these  machines. 


Dissected  Parts  of  Style  No.  15  Machine. 
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Automatic  Feed,  Steam  Power,  Combination  of  Post  and  Arm. 

This  is  the  standard  riveting  machine  for  the  manufacture  of  all  flat  and  hollow 
goods  where  great  strength  and  rapidity  are  required,  such  as  the  driving  of  rivets 
through  sole  leather  or  raw-hide  trunks,  heavy  belting,  leather  board  sample  cases, 
and  United  States  mail-bag  work. 

Now,  if  you  have  any  specialty  you  are  making  or  about  to  make  that  will  be 
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improved  or  quickened  in  its  manufacture  by  the  “ staying  qualities  ” of  our  rivet,  and 
you  have  not  found  in  these  descriptions  and  illustrations  what  suits  your  case, 
write  and  let  us  know  what  you  want.  We  will  at  least  share  with  you  the  burden  of 
your  mind.  Remember  that  our  machines  are  made  by  special  order,  to  drive  and 
clinch  any  and  all  sizes  and  lengths  of  our  rivets.  (See  illustrations  on  page  5.) 
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RIVETING  MACHINE  ATTACHMENTS  FOR  SPECIAL  WORK. 


Prices  Furnished  to  Correspondents  on  Application. 


ATTACHMENT  FOR  RIVETING  BOX  LOOPS, 

and  various  kinds  of  Telescope  work,  such  as  Toilet  Cases, 
etc.,  made  to  attach  to  any  of  our  rivet  attaching  machines. 


No.  I.  No.  2. 

No.  1.  For  light  straps  under  one  inch  in  width.  This  can  be 
used  only  with  No.  12  rivets. 

No.  2.  For  medium  and  heavy  straps  over  one  inch  in  width. 
This  is  the  best  loop  anvil  for  all  such  sizes  of  loops,  as  the  tip  can  be 
changed,  thus  adapting  it  for  use  in  automatic  feed  machines  for  all 
lengths  of  rivets  up  to  y-g-  inch,  and  in  hand-feed  machines  for  all 
extra  lengths. 


ATTACHMENT  FOR  RIVETING 
BOX  LOOPS. 


This  attachment  is  made  to  order  for  any  size  Box  Loop,  and  to 
fit  any  style  of  our  machines. 

Sample  of  loop  should  be  sent  with  order.  By 
using  this  device  the  work  is  not  changed  or  removed 
until  entirely  completed,  thus  enabling  the  operator 
to  do  90  per  cent  more  work  than  can  be  done  in  the 
same  time  bv  the  old  method. 


ATTACHMENT  FOR  SADDLE  LOOPS. 


This  device  is  made  to 
our  riveting  machines. 


order  to  attach  to  any  of 


SPECIAL  NOTICE 


The  instructions  and  explanations  herein  given  should  be 
carefully  noted,  for,  while  the  machines  for  setting  our 

BIFURCATED  RIVETS 

are  simple  in  construction,  there  are  a few  points  which  should 
be  thoroughly  understood. 

In  setting  up  machines,  see  that  all  the  parts  are  carefully 
cleaned,  oiling  only  the  working  bearings.  The  hopper  and 
raceway  must  be  kept  CLEAN  and  DRY.  Apply  no  oil,  other- 
wise rivets  will  not  feed  properly.  Charge  the  hopper  with  not 
more  than  i,ooo  rivets  of  length  required  for  work  to  be  done. 
Be  sure  to  give  foot  lever  full  stroke  both  up  and  down,  to  insure 
accurate  work  and  perfect  feeding. 


NOTE. 


All  machines,  with  the  exception  of  Nos.  i,  8,  ii  and  14,  are 
to  be  leased,  and  must  be  kept  insured  at  customer’s  expense, 
policy  to  be  sent  to  the  main  office.  We  are  prepared  to  furnish 
duplicate  parts  of  any  of  our  machines  when  worn  out  or  broken. 
In  ordering  parts,  always  be  careful  to  give  number  of  part  as 
given  on  opposite  page  in  this  catalogue  of  the  illustration  of  the 
machine  which  you  have  in  use,  together  with  the  number  of  the 
machine.  Machines  furnished  prior  to  June  i,  1891,  have  the 
cuts  of  their  parts  furnished  in  the  previous  issue  of  our  cata- 
logue, and  such  parts  should  not  be  sought  for  in  this  catalogue. 
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DlrectioES  for  nslng  tie  llfferent  Styles  of  Steam  Power  Riyeting  MacUies. 


Ist.  — In  setting  up  the  machine,  care  must  be  taken  that  it  is 
level  and  set  in  a solid  position,  and  the  belt  set  to  run  the  Pulley  over 
towards  the  back  of  the  machine. 

2cl. — The  driving  pulley  of  these  machines  should  be  run  at  110 
revolutions  per  minute,  when  Positive  Stop  attachment  is  used,  that  is, 
when  only  one  rivet  can  be  driven  for  every  time  the  lever  is  pressed 
with  the  foot. 

3d. — Machines  should  be  run  at  80  revolutions  per  minute  when 
running  continuously,  that  is,  setting  a number  of  rivets  without  stopping 
the  working  parts  of  the  machine. 

4tli.  — When  the  machine  is  to  run  continuously  for  any  length  of 
time,  it  will  be  of  great  convenience  to  remove  Positive  Stop  attachment. 

5tll.  — Oil  all  the  Working  Bearings  before  using,  and  frequently. 

Gtli.  — Keep  the  feed  way  smooth  and  free  from  oil  and  dirt,  and 
see  that  it  is  not  otherwise  damaged.  Do  not  hammer  the  feedway. 

7 til.  — Adjust  for  various  lengths  of  rivets  and  thicknesses  of 
work  by  turning  the  Thumbscrew  under  the  Anvil.  When  properly  ad- 
justed, tighten  Set  Nut  on  Thumbscrew. 

8tli.  — Charge  the  Hopper  with  about  500  of  No.  6 or  1,000  of 
No.  9 Rivets  at  one  time. 

9tli.  — When  starting  machine  press  lightly  with  foot  on  Foot 
Lever,  and  when  Positive  Stop  is  not  used  the  operator  must  be  sure 
to  remove  foot  from  Lever  when  desiring  to  stop  machine. 

lOtll.  — Machines  Nos.  14,  15  and  16  are  used  for  Trunk,  Har- 
ness or  Belt  work.  By  swinging  the  upper  Arm  to  one  side,  the  Lower 
Arm  can  be  put  in  position  and  be  ready  for  use. 

lltll.  — One-way  Self-feed  Machines  are  provided  with  a Guide 
which  receives  the  Rivets  and  retains  them  in  one  position  until  in- 
serted and  clinched  in  the  work. 

12tll.  — Machines  Styles  Nos.  9,  10,  12  and  13,  for  No.  9 
Rivets,  will  be  provided  with  a Guide  marked  to  feed  lengths  from 
to  inclusive.  It  will  be  necessary  to  change  Guide  “A”  for 
rivets  more  than  length. 

13tli.  — When  so  desired,  we  can  at  any  time  fit  up  the  above 
numbered  machines  for  No.  6 Rivet,  of  the  same  lengths  given  for 
No.  9.  They  can  also  be  fitted  to  set  Nos.  12  and  14  Rivets. 

14tli.  — The  Guide  can  be  changed  by  removing  the  screws 
marked  “ C,  C,  C,  C.” 

lotli.  — The  pointed  pocket  is  made  so  Buckles,  Ice-Creepers, 
Heel-Plates,  Hames,  etc.,  can  be  attached  rapidly  and  with  certainty ; the 
rounded  pocket  is  made  for  staying  purposes,  particularly  used  on  boots 
and  shoes,  and  also  on  various  kinds  of  leather  goods. 

IGtll.  — The  Stop  B ” on  left  side  of  machine  must  be  used 
while  doing  work  with  the  Pointed  Pocket,  and  anvil  adjusted  to  the 
thickness  of  work,  to  prevent  forcing  the  Pocket  into  the  work.  It  is  not 
necessary  to  use  the  Stop  in  connection  with  a rounded  Pocket,  as  the 
Pocket  will  govern  itself  to  any  thickness  of  work. 
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VALUATION  OF  MACHINES. 


For  the  guidance  of  customers  in  taking  out  policies  of 
insurance  on  our  Riveting  Machines,  in  accordance  with 
custom  mentioned  in  page  29,  the  valuation  of  the  different 


styles  of  our  machines  are  given  below : — 

Style  No.  8,  Hand-Feed,  Foot  Power,  with  Post,  - $50 

“ “ 9,  Automatic  Feed,  Foot  Power,  with  Post,  - 75 

“ “ 10,  Automatic  Feed,  Steam  Power,  with  Post,  100 

“ “ 11,  Hand-Feed,  Foot  Power,  with  Arm,  - 30 

“ “ .12,  Automatic  P'eed,  Foot  Po^yer,  with  Arm,  - 75 

“ “ "13,  Automatic  Feed,  Steam  Power,  with  Arm,  100 

“ “ 14,  Hand-Feed,  Foot  Power,  Combination  of 

Post  and  Arm,  -----  300 

“ “ 15,  Automatic  Feed,  Foot  Power,  Combina- 
tion of  Post  and  Arm,  - - _ 40O 

“ “ 16,  Automatic  Feed,  Steam  Power,  Combina- 
tion of  Post  and  Arm,  _ _ _ 500 


All  Policies  should  be  drawn  to 

The  Judson  L.  Thomson  Mfg.  Co., 

WALTHAM,  MASS. 


TERMS  CASH. 

Goods  delivered  F.  O.  B.  at  Waltham. 
No  charge  for  packing. 
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Sectional  View  of  the 
Rivet. 


Sectional  View  of  Rivet 
when  set. 


SinNo. 

THOMSON'S  9 . 

IIFOHCIITED  HlfETS. 

P 

JAPANNED, 


THOMSON'S  BIFURCATED  OR  SLOTTED  STEEL  RIVETS. 


Put  up  in  boxes  for  the  RETAIL  TRADE;  100,  200,  500 
and  1,000  in  a box.  Finished  in  Japan,  copper,  brass  or 
nickel.  For  lengths  and  sizes,  see  cuts  on  page  5. 

This  is  the  only  rivet  ever  made  that  any  one,  even  with- 
out mechanical  skill,  can  use  for  repairing  straps,  or  do  work 
of  any  kind  where  a strong  clinch  rivet  is  required.  For  this 
rivet,  unlike  any  other,  can  be  both  driven  and  clinched  with 
nothing  more  than  a common  hammer;  as  it  requires  no  hole 
before  nor  burr  after  inserting.  The  rivet  being  driven 
through  the  material  into  wood,  its  prongs  are  withdrawn  and 
hammered  backward  upon  the  material,  forming  a biirr  of 
themselves,  leaving  the  surface  perfectly  smooth. 

It  will  be  seen  by  reference  to  the  sectional  view  of  the 
rivet  when  set  that  it  straddles  and  does  not  displace  or  cut 
out,  and  therefore  weaken  the  material,  like  the  common  solid 
or  the  tubular  rivet.  It  also  does  away  with  the  old  bothersome 
necessity  of  putting  on  a burr  or  washer.  For  making  attach- 
ments in  the  manufacture  or  repair  of  Harnesses,  Halters, 


Belts,  Bags,  Shoes  and  Straps,  and  other  goods  made  of 
Leather,  Rubber,  Canvas,  Felt,  Pasteboard  or  Wood,  this  rivet 
has  no  equal.  Being  made  from  SOLID  STEEL  BLANKS  with 
tapering  prongs,  they  are  very  strong,  tough  and  durable. 

The  output  of  our  factory  of  these  rivets  has  been  con- 
sumed for  the  past  few  years  by  large  manufacturing  concerns. 


-fb 
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which  have  set  them  with  our  machines,  but  the  growing 
demand  of  these  rivets  among  small  manufacturers,  farmers, 
teamsters,  and  those  running  machinery  with  leather  belting, 
has  led  us  to  put  up  these  goods  in  a form  suitable  to  this 
demand,  which  are  now  being  handled  through  the  general 
Saddlery  and  Hardware  trade. 


HAND  RIVET  SET  FOR  STARTING  THOMSON’S  BIFUR- 
CATED OR  SLOTTED  STEEL  RIVETS. 


As  a substitute  for  our  riveting  machines  for  attaching 
our  “ Never-Slip  ” Ice-Creepers  and  Heel  Plates  to  arctic  and 
rubber  shoes,  for  small  manufacturers  and  for  general  repairs 
made  with  our  rivets,  this  tool  will  be  found  very  economical 
and  satisfactory.  It  is  made  of  spring  steel  with  a receptacle 
for  the  No.  9 rivet  at  one  end  and  for  the  No.  6 rivet  at  the 
other.  It  is  simply  intended  to  hold  the  rivet  until  it  has  been 
driven  into  the  material  and  then  withdrawn.  Used  in  this 
manner  it  will  last  a lifetime. 

Directions.  — In  using  the  tool  in  the  repair  of  straps 
and  belting,  insert  the  rivet  head  into  the  slot  under  the  spring  so 
that  when  it  is  driven  and  clinched  through  the  material  the 
prongs  of  the  rivet  will  lay  at  right  angles  with  the  strap. 
Strike  the  top  of  the  spring  over  the  head  of  the  rivet  with  a 
hammer  until  the  tool  touches  the  goods,  and  then  withdraw  it 
and  send  the  rivet  home.  The  rivet  should  be  driven  through 
the  goods  into  the  end  of  a block  or  a piece  of  board,  then 
turn  the  goods  over  and  spread  the  prongs  of  the  rivet  slightly, 
and  placing  the  head  of  the  rivet  upon  any  smooth  iron  or 
other  hard  surface,  hammer  the  prongs  down  until  they  lie 
flush  with  the  goods.  Care  should  be  taken  in  selecting  the 
rivets  for  any  article  to  be  repaired  that  they  be  not  too  long 
nor  too  short. 


34 


JUDSON  L.  THOMPSON  MFC.  CO. 


CLASPING  DEVICES  FOR  VARIOUS  PURPOSES. 


Prices  and  Terms  on  this  line,  furnished  to  consumers  or 
to  the  trade  on  application. 


No.  O Arctic. 


No.  2 Arctic. 


For  Lumbermen’s  Heavy  Arctics,  and  all  styles 
requiring  an  extra  strong  and  heavy  buckle. 


No.  I Arctic 


For  Women’s  Fine  Arctics 
and  Gaiters. 


No.  3 Arctic. 


Designed  especially  for  Gentlemen’s 
Fine  Arctics. 


For  Misses'  and  Children’s 
Arctics. 


THE  “J.  L T.”  BUCKLE  FOR  RUBBER  OVERSHOES. 

It  gives  us  pleasure  to  state  to  our  customers,  that  after  an 
experience  of  eight  years  in  manufacturing  seventy-five  millions 
of  Buckles,  and  taking  out  thirty-six  patents  on  same,  we  are 
able  to  furnish  them  with  a Buckle  that  we  will  fully  guarantee, 
and  that,  as  a trade-mark  for  these  goods,  we  have  staked  our 
reputation  by  stamping  every  Buckle  with  the  initials  of  the 
President’s  name,  being,  “ J.  L.  T.” 


^ .J. 
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THE  ‘^J.  L r.  " PERFECTED  BUCKLE 

As  it  Appears  Attached  to  Overshoes. 


This  cut  represents  the  “J.  L.  T.”  No.  0 Buckle  attached 
to  a Lumberman’s  Heavy  Ankle  Boot,  as  it  appears  when 
clasped  over  a Heavy  Felt  Boot. 


This  cut  represents  the  new  Perfected  “ J.  L.  T.”  Buckle 
attached  to  an  overshoe  or  arctic,  as  it  appears  when  clasped. 


^ A 
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THE  L T.”  PATENT  SWIVEL-JOINTED  LEATHER 
SHOE  BUCKLE. 


The  Swivel-Jointed  Buckle 

Is  a favorite  with  nianufacturers  for  a Plow  Shoe  or  any  shoe 
requiring  a fastening  on  the  side,  on  account  of  convenience 
and  adjustability. 


Leather  Shoe  Buckle,  with  swivel-joint  take-up  plate, 
attached  to  Plow  Shoe,  as  it  appears  when  clasped  and 
unclasped. 
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THE  NEW  -y.  L T/’  PERFECTED  LEATHER 
SHOE  BUCKLE 

(Without  Swivel.) 


For  Brogans,  Plow  Shoes,  Low  Shoes,  and  all  leather 
goods  where  the  old-style  strap  and  tongue  buckle  was  formerly 
used.  They  are  attached  with  our  Patent  Chisel-Pointed  Bifur- 
cated Rivets. 


Leather  Shoe  Buckle,  with  take-up  plate,  attached  to 
a Leather  Brogan  as  it  appears  when  clasped.  The  rivets 
by  which  this  Buckle  is  attached  displace  no  material,  as  is  the 
case  with  the  tubular  rivet,  thus  leaving  all  the  material  to 
resist  strain. 

i 


The  “J.  L.  T.’ 


Perfected  Leather  Shoe  Buckle  attached  to 
Ladies’  or  Misses’  Low  Shoe. 
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THE  L T.  ” PERFECTED  SHOE  BUCKLE 


The  “ J.  L.  T.”  Perfected  Leather  Shoe  Buckle  attached  to 
Gentleman’s  Low  Shoe,  unclapsed. 


These  Buckles  make  a convenient  and  elegant  fastening 
for  low  shoes,  doing  away  with  the  annoyance  of  the  untying 
or  breaking  of  lacings.  We  furnish  them  finished  in  Japan, 
nickel,  silver  or  gold  plate. 
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THE  L T.”  LEATHER  SHOE  BUCKLE 

Mode  of  Attaching. 


Cut  representing  rivet  clinched  in  a piece  of  material. 


This  cut  represents  the  mode  of  attaching  our  Buckles  to 
leather  shoes  with  our  Patent  Bifurcated  Rivets,  plainly 
showing  that  there  is  no  displacement  of  stock  by  the  inser- 
tion of  the  rivet. 

This  Rivet  is  made  from  a solid  steel  blank,  being  milled 
out,  with  two  prongs  tapering  from  head  to  a chisel  point, 
thus  giving  the  prongs  great  stiffness  and  power  of  resistance 
against  outward  or  inward  deflection  until  the  anvil  is  reached, 
which  gives  the  direction  to  prongs  for  clinching.  The 
smoothness  of  the  clinch  is  one  of  the  principal  advantages  of 
this  rivet  over  the  tubular  or  any  other  rivet ; also,  much  less 
power  is  required  to  set  this  rivet. 

These  buckles  are  usually  packed  in  wooden  cases  of 
1,000  pairs  each,  convenient  for  large  manufacturers. 
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THE  “J.  L T.”  PERFECTED  CLASP  FOR  RUBBER 
AND  OIL-CLOTH  CLOTHING,  ETC. 


No.  I.  No.  2. 


These  Clasps  are  made  in  two  sizes,  No.  1 and  No.  2. 
No.  1 is  particularly  adapted  for  Firemen’s  and  Miners’  Rubber 
Coats  and  other  heavy  outer  garments.  Also  for  oil-cloth 
horse  covers. 

The  great  convenience  of  these  Clasps  has  been  appreciated 
by  the  users,  as  they  can  be  clasped  and  unclasped  so  easily 
and  rapidly  with  cold  and  benumbed  fingers  or  gloved  hands. 
No.  2 Clasps  are  used  on  finer  rubber  coats  and  other  gar- 
ments, and  are  very  neat  and  convenient,  and  are  rapidly 
taking  the  place  of  buttons  and  button-holes.  We  furnish 
them  finished  in  both  nickel  and  Japan,  with  suitable  rivets  and 
machines  for  attaching  the  same. 
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THE  L T.”  PERFECTED  HORSE  BLANKET  CLASP. 


This  beautiful,  convenient  and  strong  fastening  (in  two 
sizes)  has  been  adopted  and  used  on  the  best  grade  of  blankets 
for  the  past  two  years,  by  the  leading  manufacturers.  No.  1 is 
'for  winter  blankets  and  No.  2 for  summer  sheets,  furnished  in 
nickel  and  Japan.  The  convenience  of  these  Buckles  for  clasp- 
ing and  unclasping,  with  cold  and  benumbed  fingers  or  gloved 
hands,  makes  them  the  most  popular  fastening  ever  known. 


No.  2. 


Size  adapted  for  light  blankets  and  summer  sheets.  It  is 
also  unexcelled  for  neatness  and  convenience  as  a clasp  for  a 
gun-case  or  a game-bag,  or  the  inside  straps  of  a valise. 
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PATENTED  NEVER -SUP ’’  ICE-CREEPERS. 


LADIES’. 


NEVER -SUP’’  ICE-CREEPERS. 


MEN’S. 

Attached  to  rubber  over-shoes  with  our  Patent  Bifurcated 
or  Slotted  Rivet.  It  does  not  displace  any  of  the  material, 
therefore  does  not  cause  leakage.  Are  put  on  with  the  No.  1 
Riveting  Machine,  or  with  the  Hand  Rivet  Set. 

Made  from  the  best  steel  and  hardened. 

The  Patent  Chisel-Pointed  Bifurcated  Rivet 
used  to  attach  the  “Never-Slip”  Ice-Creepers  and 


¥ 


Heel-Plates  will  not  displace  the  rubber  as  will 
other  rivets,  nor  in  any  way  cause  a leak. 


A- 
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THE  PATENT  “ NEVER -SUP  ’ ^ ICE-CREEPER. 


The  above  cut  represents  the  Creeper  attached  to  Ladies’ 
Rubber,  as  it  appears  open,  ready  for  use. 

Conceded  to  be  the  best  device  in  the  world  for  prevent- 
ing accidents  and  injuries  in  icy  times. 


Creeper  attached  to  Men’s  Arctic,  as  it  appears  closed, 

not  in  use. 


This  neat  and  useful  device  is  invaluable  in  icy  times,  being 
easily  attached  in  one  minute  to  all  kinds,  styles  and  sizes  of 
Gentlemen’s,  Ladies’  and  Children’s  Arctics  and  Rubber  Over- 
shoes. It  is  conceded  by  all  dealers  that  rubbers  soon  become 
smooth  and  worthless  for  safe  footing  on  icy  walks,  but  with 
this  neat  Ice-Creeper  attached,  perfect  safety  is  secured.  When 
not  in  use  the  spurs  can  be  closed  into  the  shank  but  of  the  way. 

1^4 » ’a 
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THE  ^‘SARATOGA’’  HEEL-PLATE. 


The  Saratoga  Heel-Plate  as  it  appears  attached  to 


Ladies’  Rubber. 


The  ‘‘Saratoga”  Heel-Plate  as  It  appears  attached  to 


Gentlemen’s  Overshoe. 


These  Heel-Plates  for  rubber  shoes  give  universal  satisfac- 
tion. Being  made  of  hardened  steel,  they  are  very  light  and 
durable,  outwearing  heavy  malleable  ones,  and  are  compara- 
tively noiseless.  The  two  sizes  shown  above  are  adjustable  to 
all  styles  of  men’s  and  women’s  rubber  shoes,  and  are  attached 
with  same  machine  used  in  attaching  our  Ice-Creepers  and  by 
means  of  same  style  of  rivets. 

They  are  also  neatly  and  quickly  attached  by  the  use  of 
our  new  Rivet  Set  illustrated  on  page  33. 
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TESTIMONIALS. 


Spencer,  Mass.,  Nov.  5,  1888. 

/.  Z.  THOMSON  MFG.  CO. 

Dear  Sirs,  — In  answer  to  your  request,  would  say  we  are  now 
running  four  steam  and  six  foot  power  machines  for  the  Thomson  Steel 
Bifurcated  Rivets.  They  have  given  perfect  satisfaction  since  putting 
them  in  some  two  years  ago,  and  can  recommend  them  to  any  manu- 
facturer who  is  in  search  of  a rivet  that  does  not  displace  the  stock. 

Sincerely, 

ISAAC  PROUTY  & CO., 

Manufacturers  of 

MEN’S,  BOYS’,  YOUTH’S  AND  CHILDREN’S  BOOTS. 


Chicago,  Feb.  11,  1890. 

J.  L.  THOMSON  MFG.  CO. 

Dear  Sirs, — Your  favor  at  hand,  and  in  reply  we  would  say  we 
are  now  running  five  of  your  machines.  We  would  especially  recom- 
mend your  rivets  to  children’s  shoe  manufacturers.  Your  twelve  and 
fourteen  rivets  for  circular  seam  and  back  stay  work  have  no  equal,  as 
they  make  a perfectly  smooth  clinch  on  under  side. 

Yours  sincerely, 

C.  H.  FARGO  & CO., 

MANUFACTURERS  AND  JOBBERS  OF  BOOTS  AND  SHOES. 


Lestershire,  N.  Y.,  March  11,  1890. 

JUDSON  L.  THOMSON  MFG.  CO. 

Dear  Sirs,  — We  have  been  using  the  J.  L.  Thomson  rivets  for 
more  than  two  years,  and  take  pleasure  in  saying  that  they  are  by  far 
superior  to  any  rivets  which  we  have  ever  tried,  and  the  new  power 
machines,  of  which  we  are  now  using  seven,  are  perfection  in  every 
sense  of  the  word,  doing  the  work  quickly  and  accurately. 

Yours  very  respectfully, 

LESTERSHIRE  B.  & S.  CO., 

Manufacturers  and  Wholesale  dealers  in 

BOOTS,  SHOES  AND  RUBBERS. 

ij, ^ 
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TESTIMONIALS. 


Chicago,  March  7,  1890. 

JUDSON  L.  THOMSON  MEG.  CO. 

Dear  Sirs,  — Your  favor  of  the  5th  inst.  is  at  hand.  We  have 
used  your  machines  and  rivets  for  over  two  years,  and  don’t  see  how 
they  can  be  beat  for  our  line  of  work,  and  our  large  orders  for  rivets 
will  show  you  how  extensive  our  experience  has  been. 

Yours  truly, 

PHELPS,  DODGE  & PALMER  CO., 

GEORGE  C.  PARKER, 

Supt.  P.  D.  & P.  Co.,  Heavy  Shoe  and  Boot  Dep’ts, 
MANUFACTURERS  AND  JOBBERS  OF  BOOTS  AND  SHOES. 


Horxellsville,  N.  Y.,  March  10,  1890. 

J.  RICHARDSON  CO., 

Ebiiira,  N.  Y. 

Gentlemen,  — This^letter  will  introduce  to  you  a representative 
of  the  Judson  L.  Thomson  Mfg.  Co.  M^e  have  just  placed  one  of 
their  Steam  Power  Riveting  Machines  in  our  factory,  and  we  are  free 
to  say,  it  will  do  all  they  claim  for  it. 

Yours  truly, 

WILLIAM  RICHARDSON  & CO., 

MANUFACTURERS  OF  BOOTS  AND  SHOES. 


Malden,  Mass.,  Jan.  28,  1890. 

J.  L.  THOMSON  MFG.  CO. 

Gentlemen, — In  reply  to  your  favor  of  the  24th,  will  say  that 
the  Thomson  rivets,  which  we  have  been  using  for  the  past  year,  have 
proved  very  satisfactory. 

Respectfully  youis, 

BOSTON  RUBBER  SHOE  CO. 
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rESTIMONIALS. 


Washington  C.  H.,  Ohio,  Feb.  20,  1890. 

/.  L.  THOMSON  MFG.  CO. 

Enclosed  please  find  our  check  to  settle  bill  of  Feb.  3.  The 
machine  is  here.  We  looked  it  over  carefully  and  concluded  that  it 
was  not  necessary  for  a man  to  make  a long  trip  to  set  it  up.  We  are 
pretty  fair  machinists  ourselves,  so  we  started  it  up  and  have  been 
running  it  several  days.  It  does  the  nicest  kind  of  work,  and  fully 
justifies  our  idea  that  we  could  use  it.  The  rivet  suits  our  purpose  bet- 
ter than  the  Tubular. 

Respectfully  yours, 

MORROW  BROS.  MFG.  COMPANY, 

Per  R.  H.  Morrow,  Sec.  and  Treas. 

Sole  manufacturers  of 

BRIDGE  COLLAR  PADS  AND  BRIDGE  COACH  SADDLE  PADS. 


Syracuse,  N.  Y.,  Feb.  27,  1890. 
JUDSON  L.  THOMSON,  MFG.  CO. 

Gentlemen,  — We  are  using  the  Thomson  Birfurcated  Rivets  and 
find  them  superior  in  every  way  to  the  Tubular,  or  old  solid  rivet  and 
burr,  as  no  material  is  displaced  in  their  use,  as  is  the  case  with  all 
other  rivets.  We  also  find  there  is  a saving  in  their  use,  in  the  way  of 
time  and  money.  Your  machines,  we  consider,  are  the  best  made. 

Very  respectfully, 

FRAZER  & JONES  COMPANY. 


Concord,  N.  H.,  August  8,  1891. 
JUDSON  L.  THOMSON  MFG  CO., 

Waltham,  Afass. 

Gentlemen, — We  have  one  of  your  Bifurcated  Riveting  Machines 
which  has  been  in  our  shop  in  use  for  six  months.  The  machine  is 
admirable  in  its  construction,  a very  ingenious  affair.  Ne  like  it.  The 
rivets  are  strong,  do  not  cut  away  the  leather,  and  are  an  excellent 
fastening  for  any  purpose  for  which  they  can  be  applied. 

Yours  truly, 

PAGE  BELTING  CO. 
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